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BRIEF INTRODUCTION

Eneltec, founded in 1982, is a professional LED lighting manufacturer in China, with more than
30 years' experience in the development and manufacture of lighting products. Working on
providing high quality service to the customers, Eneltec is growing more powerful in the lighting

industry with the aid of its powerful technology and excellent marketing.

CORE TECHNOLOGY

e Ultra low loss optic design
e LED heat sink system design

e High efficient drive circuit design



HISTORY

2014, Eneltec successfully developed LED Stage Lights.
2013, Eneltec successfully developed LED Grow Lights.
2011, Eneltec successfully developed LED Explosion Proof Lights.
2010, Eneltec successfully developed LED Panel Lights.

2009, Eneltec (Shanghai) was founded as Global Marketing Center of Eneltec Group.

2008, Eneltec (Israel) was founded as new Global R&D Center.
2007, Eneltec successfully developed LED High Bay Lights.
2006, Eneltec successfully developed LED Flood Lights.

2005, Eneltec successfully developed LED Street Lights.

2004, Eneltec successfully developed LED Downlights.

2003, Eneltec successfully developed LED Light Tubes.

2002, Eneltec successfully developed LED Bulbs.

2001, Eneltec successfully developed LED Spotlights.

1998, Eneltec successfully developed T5 Adapters and greatly promoted energy-saving projects.
1995, Eneltec invested USD 2,000,000 to set up the lighting product testing system, Eneltec Global

R&D Center was founded meanwhile.

1993, Eneltec Group was set up and Eneltec (Taiwan) Factory was founded in the same year.

1982, Eneltec was founded, devoting to the R&D of lighting products.

ORGANIZATION

Israel
Headquarters

Global R&D
Center

ENELTEC

Shanghai Global
Marketing Center

Group

Taiwan Global
Production Base

Shenzhen Global
Logistics Center



Ultra Slim LED Downlight Ultra Slim LED Downlight

Y

Angle Voltage
2800-

(mm) (mm)

Product
Lumen Beam Input , . q q
Model No. Color Dimension | Dimension Product Hole
(LM) Angle Voltage Power Lumen Beam Input ] ) . .
(mm) Model No. PF Color Dimension Dimension
(L] (Lm)
3 300

ENDL-3WSMD-R02EE 120°  85-265VAC 0.8 PO ®90x12 ®70
2000- ENDL-3WSM E 3 300 120°  85-265VAC 08 2800-3200K)  90%90%12 70x70
4500K/ 4000-4500K/
ENDL-4WSMD-R02EE 4 400 120°  85-265VAC 0.8 ©110%12 90 e
6000-6500K 2EE 4 400 120°  85-265VAC 0.8 110x110%12 90x90
ENDL-6WSMD-R02EE 6 600 120°  85-265VAC 0.8 2800- ©120%12 100
: 3200K/ 6 600 120° 85-265VAC 0.8 2800-3200K/  120%120x12 100%100
4000-
450K/ 4000-4500K/
ENDL-9WSMD-R02EE 9 900 120°  85-265VAC 0.8 6000.6500k  ©150%12 130 @ om I 25265V AC o 6000-6500K 0 o012 130%130
ENDL-12WSMD-R02EE 12 1200 120°  85-265VAC 0.8 2800- ©170%12 150 o
g 3200K/ 12 1200 120 85-265VAC 08 2800.3200K) 170%170x12  150x150
4000- 4000-4500K/
15 1500 120°  85265VAC 0.8 4500K/ o 190x12 @170 15 1500 120°  85:265VAC 0.8  ©000-6500K iq5100x12 170170
6000-6500K
18 1800 120°  85-265VAC 0.8 322%%(:;, ©225%12 200 18 1800 120°  85-265VAC 0.8 2800.3200K) 225%225%12  200x200
000t 4000-4500K/
4500K/ 24 2400 120°  85-265VAC 08 6000-6500K  500,300x12 270270
ENDL-24WSMD-R02EE 24 2400 120°  85-265VAC 0.8 ©300x12 275 d

6000-6500K




LED Ceiling Light LED Ceiling Light

Product
Color Dimension
(mm)

Lumen Beam Input

Model No. (LM) Angle Voltage

Power Lumen Beam Input RIS
Model No. W) (LM) Angle Voltage Color DlT:lr:)lon

2800-3200K/ 2800-3200K/
ENDL-6WSMD-RO3EE e g2 85-265VAC R 0000 ENDL-6WSMD-S03EE 6 600 120°  85:265VAC 0.8 4000-4500K/  120x120x40
6000-6500K ST
2800-3200K/
600 100-120VAC/ 2800-3200K/
ENDL-6WSMD-RO3EED 6 120° 0.8 4000-4500K/  ®120x40 600 100-120VAC/
i r y -S03EED ) 20° 0.8 4000-4500K/ ~ 120x120x40
Dimmable ROGZINVEC 6000-6500K ENDL-6WSMD-S03 6 Dimmable 1 200-240VAC 6000-6500K
2800-3200K/ 2800-3200K/
ENDL-12WSMD-RO3EE 12 1200 120° 85-265VAC 08 4000-4500K/ | ®170x40 ENDL-12WSMD-S03EE 12 1200 120° 85-265VAC 0.8 4000-4500K/  170x170%40
6000-6500K 6000-6500K
2800-3200K/
1200 100-120VAC/ 2800-3200K/
ENDL-12WSMD-R03EED 12 ; 120° 0.8 4000-4500K/  ®170x40 ENDL-12WSMD-SO03EED 12 HD 1200  100-120VAC/ 0.8 4000-4500K/  170x170x40
Dimmable 200-240VAC et Dimmable 200-240VAC 6000-6500K
2800-3200K/ 2800-3200K/
ENDL-18WSMD-RO3EE 18 1800 120° 85-265VAC 0.8 4000-4500K/ $225x40 ENDL-18WSMD-S03EE 18 1800 120° 85-265VAC 0.8 4000-4500K/ ~ 225%225x40
6000-6500K 6000-6500K
2800-3200K/ 2800-3200K/
ENDL-18WSMD-RO3EED 18 1800 e TR 08 40004500k ©225%40 ENDL-18WSMD-S03EED 18 1800 1200 MG 08 40004500k  225x225%40
6000-6500K Rlnmable o0 6000-6500K
2800-3200K/ 2800-3200K/
ENDL-24WSMD-RO3EE 24 2400 120° 85-265VAC 038 4000-4500K/  ®300x40 ENDL-24WSMD-S03EE 24 2400 120° 85-265VAC 0.8 4000-4500K/ ~ 300x300x40
6000-6500K 6000-6500K




T8 LED Tube U-Shaped LED Corn Light

Model No. Input Lumen Power LED Beam Color D:::::;:;n
’ Voltage (LMm) (W) Driver Angle )

Product
Non-Isolated Model No LLTER et eyt Color Dimension
ENLT-T8060-NI-03S [EELELLY/ YA 810 9 0.6 e 120° 588 ©26mm : (Lm) Angle Voltage
_ ey 2800-3200K/ (mm)
A 4000-4500K/ 2800-3200K/
AN Non-solated 6000-6500K ENCL-2U3W-03E 300 360° 85-265VAC 0.8 4000-4500K/  ®36x106
ENLT-T8090-N1-03S [EELEILY/\S 1170 13 0.6 > 120° 893 ©26mm
Driver 6000-6500K
2800-3200K/
e ENCL-3U5W-03E 5 500 360° 85-265VAC 0.8 4000-4500K/  ®40x113
SNBECIPIRNEEEN  85.265VAC 1620 18 0.6 o 120° 1198 ®26mm 6000-6500K
river 2800-3200K/
4000-4500K/ AINDEANLY
Nomdsolated 6000-6500K ENCL-3U7W-03E 7 700 360° 85-265VAC 0.8 4000-4500K/  ®40x132
ENLT-T8150-N1-03S [EEEEIGY/\S 2520 28 0.6 °'L'::e‘: e 120° 1498 ®26mm 6000-6500K
2800-3200K/
ENCL-3U9W-03E 9 900 360° 85-265VAC 0.8 4000-4500K/  ®40x143
ENLT-T8060-1-03E [R-ER1E/ S 990 9 0.8 ';"r';t:rd 120° 588 G26mm 6000-6500K
2800-3200K/ 2800-3200K/
;‘:)%%:-’;‘(’)%‘;’ 12W-03E 12 1200 360° 85-265VAC 0.8 4000-4500K/  ®52x150
ENLT-T8090-1-03E [RRI/ 1430 13 0.8 'E‘:'.aterd 120° 893 ®26mm B000:6500K
ive 2800-3200K/
ENCL-4U16W-03E 16 1600 360° 85-265VAC 0.8 4000-4500K/  ®58x185
Isolated 6000-6500K
ENLT-T8120--03E [EEERTE o 1980 18 0.8 . 120° 1198 ®26mm
river 2800-3200K/ 2800-3200K/
4000-4500K/ ENCL-4U24W-03E 24 2400 360° 85-265VAC 0.8 4000-4500K/  ®73x230
— 6000-6500K 6000-6500K
ENLT-T8150--03E [EERLE o 3080 28 0.8 120° 1498 ©26mm

Driver




TUV Listed LED Street Light

MW

MEAN WELL

Thread the cable by M16 Open the electrical box by
waterproof connector, do removing two M5 hexagon
not tighten the connector. screws.

Power Input Lumen Beam IP AT i
L= ILC (W) Voltage (LM) (el Angle Rating D'T;r::;on CXD
o 100-240VAC/ 135°H x 50°V/ —
ENSL-30W-01TUV 35 12VDC/24VDC 3325 38004100k 100 X ST 0.9 IP66 431x316x136 o
100-240VAC/ 5000-5650KT 140°H x 70°V1 P~
ENSL-60W-01TUV 65 VDG 6175 5650-6300K oo da0ev 0.9 1P66 504x316x136 ® H15
—
ENSL-90W-01TUV 100 100-240VAC 9500 3800-4100K/  135°H x 50°V/ 0.9 IP66 577x316x136 =
24VDC 140°H x 65°V/ )
5000-5650K/ : .
5650-6300K | OH X 70°V/ o~
ENSL-120W-01TUV 135 100-240VAC 12825 o PR 0.9 IP66 650x316x136 N
—
ENSL-150W-01TUV 165 100-240VAC 15675 0.9 IP66 723x316x136 )
135°H x 50°V/
3800-4100K/ 4 5oy x g5°V/ g
W-01TUV 200 100-240VAC 19000 5000-5650K/ : 8 0.9 IP66 796x316x136 .
sesoeaooK | AOHX 70V (@]
110°H x 110°V =
ENSL-210W-01TUV 230 100-240VAC 21850 0.9 IP66 869x316x136 o




TUV Listed LED Gas Station Light

& Exclusive Appearance Design

™ rp Y i
5 j)l N
Ay S e
MW ] e
Enclosed but ventilation back design ! S _
MEAN WELL fecimat
can not only keep the heat dissipation @ @ =
but also avoid laceration. @ =
=2 o
= a ~
= A
PHILIPS o M e
LUMILEDS . N . .
i Professional lens design with Convenient connection, neat,
60°, 90° and 110° optional. clean and efficiency.

Input Power Lumen Beam IP Product
Model No. Voltage W) (Lm) Angle CRI Color Rating DITr:r:;on

4000K/
SNSRIV  100-240VAC 40 3800 60°/90°/110° 75 5000K/ IP65 231%316%120
5700K

4000K/
SN SR NV U  100-240VAC 80 7600 60°/90°/110° 75 5000K/ IP65 304x316%120
5700K

Gaps between the modules will increase
the thermal dissipation rate and solve
the problem of dust deposition.

4000K/
SNCEPIEEYLOYE  100-240VAC 120 11400 60°/90°/110° 75 5000K/ IP65 377%316%120
5700K

Use waterproof connector to fix ~ The exquisite and innovated
the input cables, easy to make frame holder not only makes
ENEP-160W-04TUV [RETEZ01Y7Xe 160 15200 60°/90°/110° 75 5000K/ 1P65 450%316x120 maintenance. the installation more simple
5700K

4000K/

but also firmer.




Apollo LED Grow Light LED G24 Light

Power men Beam Input icduct
Model No. Base P Color Dimens;
Product (W) ) Angle Voltage
Lumen Beam Input Par . ) mm
Model No. Color Dimension
(LM) Angle Voltage (umol) (i) ENSP-6WG24-02 6 530 120° G24 85-265VAC 0.6 2800-3200K/ 35x35x120
530 4000-4500K/
ENSP-6WG24-02D 6 ) 120° G24 85-265VAC 0.6 6000-6500K 35x35x120
ENGL-AP4-01 136 2400  90°120°  85-264VAC  2o0/im  G3ONMIAGONM  o0p, »aa.85 _ Dimmable
120/1.5m Red/Blue
ENSP-6WE27-02 6 530 120° E27 85-265VAC 0.6 2800-3200K/ 35x35x127
310im  630NM/460NM 530 4000-4500K/
ENGL-AP6-01 209 3600 90°120°  85-264VAC 383x283x85 ENSP-6WE27-02D 6 ) 120° E27 85-265VAC 0.6 6000-6500K 35x35x127
170/1.5m Red/Blue Dimmable
ENSP-7WG24-02A 7 680 120° G24 85-265VAC 0.95  2800-3200K/ 35x35x120
ENGL-AP8-01 278 4800  90°120°  85-264vAC  or0/im  G3ONMIAGONM o0, 83x85 680 4000-4500K/
320/1.5m Red/Blue ENSP-7WG24-02AD 7 Dimmable 120° G24 85-265VAC 0.95 6000-6500K 35%35%120
EFILEDS o 410Am  630NM/460NM ENSP-7TWE27-02A 7 680 120° E27 85-265VAC 0.95  2800-3200K/ 35x35x127
\ight bech. Green fubar ENGL-AP10-01 364 6000 90°/120 85264VAC 0l Red/Blue 609%283x85 50 4000-4500K/
ENSP-7TWE27-02AD 7 ) 120° E27 85-265VAC 0.95 6000-6500K 35x35x127
Dimmable
ENGL-AP12-01 430 7200 90°120°  85-264vAC  ooo/im  G3ONMIGONM ) o 83x85 ENSP-10WG24-02 10 900 120° G24  85265VAC 095  2800-3200K/ 35x35x160
353/1.5m Red/Blue
900 4000-4500K/
ENSP-10WG24-02D 10 Dimmable 120° G24 85-265VAC 0.95 6000-6500K 35x35x160
ENGL-AP16-01 580 9600 90°120°  85-264VAC  , 00/Im  G3ONM/AGONM o 0. 583485
420/1.5m Red/Blue ENSP-10WE27-02 10 900 120° E27 85-265VAC 0.95 2800-3200K/ 35x35x166
900 4000-4500K/
ENSP-10WE27-02D 10 ) 120° E27 85-265VAC 0.95 6000-6500K 35x35x166
ENGL-AP18-01 644 10800 00°120°  85-264vAc  [00/Im  63ONMIAGONM .0, oa3xg5 _ Dimmable
420/1.5m Red/Blue
ENSP-12WG24-02A 12 1080 120° G24 85-265VAC 0.95  2800-3200K/ 35x35x160
700im  630NM/460NM 1080 SO00LES00KY
ENGL-AP20-01 725 12000 90°120°  85-264VAC 1174x283x85 ENSP-12WG24-02AD 12 ) 120° G24 85-265VAC 0.95 6000-6500K 35x35x160
420/1.5m Red/Blue Dimmable
ENSP-12WE27-02A 12 1080 120° E27 85-265VAC 095  2800-3200K/ 35x35x166
1080 4000-4500K/
ENSP-12WE27-02AD 12 Dimmable 120° E27 85-265VAC 0.95 6000-6500K 35x35x166




LED R7S Light Aluminum LED Bulb

Lumen Beam Input Product
Model No. ume ed Base pu PF Color Dimension
(LM) Angle Voltage
(mm)
ENSP SWR7 200° R7S 85-265VAC 0.6 2800-3200K/ 78%54x35 Power Lumen Beam Input !’rodu?t
4000-4500K/ ocelS W) ) Angle Base Voltage Color Dm(]':[r\:;on
ENSP-5WR7S 5 e 200° R7S 85-265VAC 0.6 6000-6500K  7g8x54x35

Dimmable

ENBL-3W-01 180° E26/E27  85-265VAC 20.9 2800-3200K)  ©49%99
ENSP-8WR7S-02 8 640 200° R7S 85-265VAC 0.95 2800-3200K/ 118%54x35 4000-4500K/
o 4000-4500K/ ENBL-5W-01 180° E26/E27  85265VAC 209  6000-6500K  gg0xqqg
ENSP-8WR7S-02D 8 Bt 200° R7S 85-265VAC 0.95 6000-6500K  118x54x35

ENBL-7W-01 180° E26/E27  85-265VAC 209 ,g0p.3z200k)  PE3X137
ENSP-10WR7S-02 10 830 200° R7S 85-265VAC 0.95 2800-3200K/ 118%54x35
4000-4500K/
4000-4300K 180° E26/E2 85-265VAC 0.9 6000-6500K 2x13
ENSP-10WR7S-02D 10 G 200° R7S  85-265VAC 095  6000-6500K 11gx54x35 ENBL-9WW-01 ] i 20. O3

Dimmable
12 1010 200° R7S 85-265VAC 0.95 2800-3200K) 138%54x35 180° E26/E27  85-265VAC 20.9 2800-3200K/ ©100x148
4000-4500K/ 4000-4500K/
12 1010 200° R7S 85-265VAC 0.95 6000-6500K  13gx54x35 ENBL-27W-01 180° E@Zi%’ 85-265VAC 20.9 6000-6500K  g139x194
Dimmable
13 1040 200° R7S 85-265VAC 0.95 2800-3200K/ 189%54x35 ENBL-36W-01 180° E39/E40  85-265VAC 20.9 ©173%249
1040 4000-4500K/ 2800-3200K/
13 ) 200° R7S 85-265VAC 0.95 6000-6500K  139x54x35 ENBL-60W-01 180° E39/E40  85-265VAC 20.9 4000-4500K/ 204278
Dimmable
6000-6500K
ENSP-15WR7S-02 15 1320 200° R7S 85-265VAC 0.95 2800-3200K/ 189%54x35 180° E39/E40 85-265VAC >0.9 250%336
4000-4500K/

15 20 200° R7S 85-265VAC 0.95 6000-6500K  189x54x35
Dimmable




LED Corn Light Ultra Slim LED Panel

Lumen Beam Input ioduct
Model No. u Base P Color Dimension
((R)] Angle Voltage Product
(mm) Input Lumen Beam IP . X
Model No. PF Color . Dimension
Voltage (Lm) Angle Rating
ENCL-15WE27-01 15 1500 E27 360° 85-300VAC 0.9 3000-3500K/ ®73x160 (mm)
4000-4500K/
15 1500 E40 360° 85-300VAC 0.9 6000-6500K  @73x160 SN RPN PO PATAEI 100-240VAC 12 744 0.9 120° 3000K/ P44 195%195x9
4000K/
ENCL-20WE27-01 20 2000 E27 360° 85-300VAC 0.9 3000-3500K/ P73x170 5000K/
4000-4500K/ SN RETEGEEAER 100-240VAC 18 1242 0.9 120° 6000K 1P44 295%295x9
ENCL-20WE40-01 20 2000 E40 360° 85-300VAC 0.9 6000-6500K  ®73x170
ENCL-30WE27-01 30 3250 E27 360° 85-300VAC 0.9 3000-3500K/  ®90%215 ST ZVAERN 100-240VAC 24 1704 0.9 120° 3000K/ IP44 295x595x9
4000-4500K/ 4000K/
30 3250 E40 360° 85-300VAC 0.9 6000-6500K  ®90x215 5000K/
S RGO ETWAER 100-240VAC 36 2880 0.9 120° 6000K 1P44 595x595%9
ENCL-40WE27-01 40 4100 E27 360° 85-300VAC 0.9 3000-3500K/  P90x255
4000-4500K/
ENCL-40WE40-01 40 4100 E40 360°  85-300VAC 0.9  6000-6500K  ©90x255 SR N 100-240VAC 36 2880 0.9 120° 3000K! P44  620x620x9
4000K/
ENCL-60WE27-01 60 6000 E27 360° 85-300VAC 0.9 3000-3500K/  P90x275 5000K/
AIDD-HIY SN ILPIEC RN 100240VAC 36 2664 0.9 120° 6000K P44 195x1195x9
ENCL-60WE40-01 60 6000 E40 360° 85-300VAC 0.9 6000-6500K  ©90x275
5
ENCLSOWE22 0l e 00 E2] 2C0 BoSIOVAC g igggjgggz 22200 ENPL-30120-36W-01 102107 L) 2736 0.9 120° 3000K/ P44 295x1195x9
4000K/
ENCL-80WE40-01 80 7900 E40 360° 85-300VAC 0.9 6000-6500K  112x295 5000K/
SR EPIFETAEE 100-240VAC 48 3552 0.9 120° 6000K 1P44 595x1195%9
ENCL-100WE40-01 100 9800 E40 360° 85-300VAC 0.9 3000-3500K/ ®112x315
4000-4500K/

ENCL-120WE40-01 120 11000 E40 360° 85-300VAC 0.9 6000-6500K  112x340




Spring Mounted LED Panel COB LED Flood Light

Product
Model No. poyer (S e pbut Color 1P Dimension
(W) (LM) Angle Voltage Rating ()

Product
Input Power Lumen Beam ) .
Model No. Color . Dimension
Voltage w) (Lm) Angle )

1000 60°1120°  85-265VAC 0.5 2700-3200K/ 1P65 130%110x82
ENPL-2020-12W-02 EIIEZ0Y/Y 12 780 0.9 120° P44 202x202x19 4000-4500K/
’ igggz ENFL-20W. 20 2000 60°1120°  85-265VAC >0.9 6000-6500K 1P65 180%157x100
5000K/
ENPL-3030-18W-02 EIIEZT\Y7Xe 18 1314 0.9 120° 6000K IP44  302x302x19 ENFL-30W. 30 3000 60°/120°  85-265VAC >0.9 2700-3200K/ IP65 225x197x122
4000-4500K/
50 5000 60°120°  85-265VAC >0.9 6000-6500K P65 288x235%132 E P I LE D
ENPL-3060-24W-02 ELIEXTIV/NS 24 1800 0.9 120 3000K/ P44 302x602x19 Light tech. Green fstare
:gggz 70 7000 60°120°  85-265VAC  >0.9 270032006/ P65 290x370x120
4000-4500K/
S NIRRT X P 100-240VAC 36 3024 0.9 120° 6000K P44 602x602x19 6000-6500K
100 10000 60°/120°  85-265VAC >0.9 1P65 300%360%110 I P I S I A R
(=N TRV PA 100-240VAC 36 3024 0.9 120° 3000K/ P44 622x622x19 120 12000 120° 85-265VAC >0.9 2700-3200K/ IP65 405x320x140
4000K/ 4000-4500K/
5000K/ 202%1202% 150 15000 120° 85-265VAC >0.9 6000-6500K 1P65 405x320%140
SN TRENEPIETE PN 100-240VAC 36 2808 0.9 120° 6000K P44 o
100 10000 60°1120°  85-265VAC >0.9 2700-3200K/ 1P65 420%325%200
4000-4500K/
S TEEPIEL X PN 100-240VAC 36 2880 0.9 120° 3000K/ IP44 202512028 TR
T 19 120 12000 60°1120°  85-265VAC >0.9 1P65 420x325%200
5000K/
SN TRCLEPIFEITA PN 100-240VAC 48 3744 0.9 120° 6000K 1P44 602"119202” 150 15000 60°/120°  85-265VAC >0.9 2700-3200K/ IP65 420%325%200

4000-4500K/
ENFL-200W-03S 200 20000 60°120°  85-265VAC >0.9 6000-6500K 1P65 420%325%200




TUV Listed LED Tunnel Light COB LED Tunnel Light

Power Lumen Beam Input [
Input mmen Beam P !’roduc_:t Model No. w) (LM) Angle Voltage Color Ratlng Dimension
Model No. CRI Color . Dimension (mm)
Voltage (LM) Angle Rating (i)

u\mm .

ENTL-60W-01MW 6900 60°/120°  100-240VAC 0.9 2800-3300K/ IP65 360%290%215

135°H x 50°V/ 4000K/ 4000-4500K/

B AEGVAN 100-240VAC 40 3800 140°H x 65°V/ >75 5000K/ 1P66 166x270%165 . . 5500-6000K
140°H x 70°V 5700K ENTL-80W-01MW 80 9200 60°/120 100-240VAC 0.95 IP65 360%290%215

135°H x 50°V/ 4000K/ ENTL-100W-01MwW [T 11500  60%120° 100-240VAC  0.95  ,g00 2300, IP65  360x290%215
P P SN ICAYA TN 100-240VAC 80 7600  140°H x 65°V/ >75 5000K/ P66  239x270x165
HILIPS 140°H x 70°V 700K 4000-4500K/
LUMILEDS - 100 11500  60%120° 100-240VAC 095  °900-6000K g5 gooxagox2ts BRIDGE|_ >
135°H x 50°V/ 4000K/
SIS A 100-240VAC 120 11400  140°H x 65°V/ >75 5000K/ P66 312x270%165 T | 120 13800 60°7120° 100240VAC 095  pe00ssok) P65 600x290x215
140°H x 70°V 5700K
4000-4500K/
M W T < G T PP 140 16100 60°M20°  100-240VAC 0.5  ©000-6000K a5 goox290x215 M W
VEAN WELL SN AS A 100-240VAC 160 15200 11% : x 1;500\\11/ >75 553((})%KKI IP66  385x270x165 VEAN WELL
IEBIDRIVER ow-03mw DY) 13800  60%120° 100-240VAC  0.95  ,g002a00,)  IP65  925x290%220 TEBIERIVER
135°H x 50°V/ 4000K/ :g’%%f‘;%%’:(’
SIS VA 100-240VAC 200 19000  140°H x 65°V/ >75 5000K/ IP66  458x270x165 150 17250  60°120° 100-240VAC  0.95 IP65  925x290%220
140°H x 70°V 5700K
ENTL-160W-04Mw [T 18400  60°120° 100-240VAC  0.95 IP65  935x450x195
SR Y AR (YA 100-240VAC 240 22800  140°H x 65°V/ >75 5000K/ 1P66 531x270x165 4000-4500K/
140°H x 70°V 5700K ENTL-200W-04Mw [P 23000  60°120° 100-240VAC  0.95 20CRI00K IP65  935x450%195




Integrated LED High Bay Light COB LED High Bay Light

Model No Power | Lumen | Beam Input Color e D::\Zizic;n
Power Lumen Beam Input IP _ProduFt (W) (LM) Angle Voltage Rating (mm)
Model No. W) (Lm) Angle Voltage Color Ratin Dimension
d d g L) 45° 2800-3300K/ s
ENHB-30W-02MW 30 3450 90°/  100-240VAC 095  4000-4500K/ P65 45°:
120° 5500-6000K
ENHB-100WBR-03MW [IRRTY 10000  25°/60°/90° 100-277VAC  0.95 3200K! P65 ©374x410 . O
B 45° 2800-3300K/ 90°:
T ENHB-50W-02MW 50 5750 90°/  100-240VAC 095  4000-4500K/ P65 ©500x190
5500K/ 120° 5500-6000K 120°;
~ 5 ENHB-120WBR-03MW 120 12000  25°/60°/90° 100-277VAC  0.95 6500K IP65 ®374x410 45° 2800-3300K/ ©515x140
ENHB-80W-02MW 80 9200 90°/  100-240VAC 095  4000-4500K/ P65 Lamp Base
BRIDGEL UX 120° 5500-6000K 273:193x358 BRIDGEL UX
ENHB-150WBR-03Mw [T} 15000  25°/60°/90° 100-277VAC  0.95 3200K/ IP65  374x410 3y ARG Lamp Body
ST ENHB-100W-02Mw [T 11500 90°/  100-240VAC 095  4000-4500K/ P65 45°;
4500K/ 120° 5500-6000K ©420%255
5500K/ 45° 2800-3300K/ 90°:
ENHB-200WBR-03MW [P 20000  25°/60°/90° 100-277VAC  0.95 6500K IP65 ®374x410 ENHB-120W-02MwW [SEEPT) 13800 90°/  100-240VAC 095  4000-4500K/ P65 ©500x190
120° 5500-6000K 120°:
MEAN WELL a5 S — ostseta MEAN WELL
LED DRIVER o/Rnolanc ENHB-150W-02MW 150 17250 90°/ 100-240VAC 0.95 4000-4500K/ P65 amp Base LED DRIVER
ENHB-300WBR-03MW 300 30000  25°760°/90° 100-277VAC 095 IP65 ®374x410 120° 5500-6000K 273x193x358
3200K/ 45° 2800-3300K/ Lamp Body
3900K/ ENHB-180W-02MwW [SEREN) 20700 90°/  100-240VAC 095  4000-4500K/ P65 450
ENHB-400WBR-03MW [P 40000  25°/60°/90° 100-277VAC  0.95 4500K/ IP65 ©374x448 120° 5500-6000K 420255
3200 45°/ 2800-3300K/ 90°:
SSO0K ENHB-200W-02MW [P 23000 90°/  100-240VAC  0.95  4000-4500K/ IP65 ©500x190
ENHB-500WBR-03MW 500 46000  25°/60°/90° 100-277VAC  0.95 IP65 ®374x448 120 $500-6000K 120%
45° 2800-3300K/ 515x140
ENHB-250W-02MW [PLN) 28750 90°/  100-240VAC 095  4000-4500K/  IP65 Lamp Base
120° 5500-6000K 273%193%358




TUV Listed COB LED Street Light LED Explosion Proof Flood Light

Explosion- Product
Input Power Beam IP . .

Model No. Voltage w) Angle Color Ratin Proof Dimension
9 9 9 Rating (mm)

100-240VAC/

Power Beam Input IP AR
Model No. W Angl v I't) PF Color Rati Dimension
W) ngle oltage 2g (mm) m REpeaa 20 1800  60°/90°/120° 3000-3500K/  IP67 Ex dIICT6  ®220x276
4000-4500K/
0.95

100-240VAC/
g e °/90° °  6000-6500K
ENSL-30W-04 30 130°/140 90-305VAC H 2700-3500K/ IP65 650%236x117 ENEP-30W-01 12VDC/24VDC 30 2700 60°/90°/120 IP67 Ex dlICT6 D220%276

3500-5500K/ 100-240VAC/ Sranoi4nno
5500-6500K ENEP-40W-01  |Birapipiinp 40 3600 60°/90°/120° 3000-3500K/ P67 Ex dIICT6 ©220%276
ENSL-40W-04 40 4000 130°/140°  90-305VAC 0.95 IP65 650%236x117 4000-4500K/
100-240VAC/ / ﬁ
°/90°/120° 6000-6500K
m VI 50 4000 60°/90°/120 P67 Ex dIICT6 ©300%230
EN W-04 50 5000 130°/140°  90-305VAC 0.95 IP65 650%236%117 r
2700-3500K/ ENEP-GOW-01 [Netaiin 60 4800 60°/90°/120° 3000-3500K/ P67 Ex dIICT6 ®300%230 B RI D G E |_ U >\
B 3500-5500K/ 12VDC/24VDC

RID G E LUNX 4000-4500K/
ENSL-60W-04 60 6000 130°140°  90-305VAC 0.95  O500-6500K —\pes  g5ox236x117 A (ST 5600  60°/90°120° 6000-6500K P67 ExdlICT6  ®300x230

24VDC
ENSL-80W-04 80 8000 130°/140°  90-305VAC 0.95 2700-3500K/ IP65 800%291x132
3500-5500K/

ENEP-80W-01 1001;23%\(,:ACI 80 6400 60°/90°/120°  3000-3500K/ IP67 Ex dlICT6 ®300%230

>
S

4000-4500K/
ENEP-90W-01 100-240VAC 90 7200 60°/90°/120° 6000-6500K P67 Ex dIICT6 ®300%230 MEAN WELL
MEAN WELL ENSL-100W-04 100 10000 130°/140°  90-305VAC 0.95 2200 0C 00K P65 800%291x132 LED DRIVER
SNSALAER  100-240VAC 100 8000 60°/90°/120°  3000-3500K/ P67 Ex dIICT6 ©300%230
LED DRIVER 4000-4500K/
ENSL-120W-04 120 12000 130°/140° 90-305VAC 0.95 IP65 800%291x132 m 100-240VAC 110 8800 60°/90°/120° 6000-6500K P67 Ex dIICT6 ©300%230
2700-3500K/ 100-240VAC 120 9600  60°90°1120° 3000-3500K/  IP67 ExdlICT6  ®300x230
W-04 150 15000 130°/140°  90-305VAC 0.95 3500-5500K/ P65 950%364x104 4000-4500K/
5500-6500K
S EENTEEE  100-240VAC 130 10400  60°/80°/100° ©6000-6500K P67 Ex dIICT6 ®360%240
W-04 180 18000 130°/140°  90-305VAC 0.95 1P65 950%364x104
SN LEVOAEE  100-240VAC 140 11200  60°/80°100° 3000-3500K/ P67 Ex dIICT6 ©360%240
4000-4500K/
ENE FEN  100-240VAC 150 13500  60°/80°/100° 6000-6500K P67 Ex dIICT6 ®360%240




Portable LED Explosion Proof Flood Light LED Explosion Proof Street Light

Input T B Explosion- Product
Model No. P Color IP Rating Proof Dimension
Voltage (LM) Angle !
Rating (mm)
= =

Input Power Beam Exploslon=8| 8 Rroduct 1800 60°/90°/120°  3000-3500K!/ IP67 ExdIiCT6  800x290x166 9\
Model No. Color IP Rating Proof Dimension 4000-4500K/ &
Voltage W) Angle Rating (mm) LO0;20VAC] 30 2700 60°/90°1120°  6000-6500K 1P67 ExdIICT6  800x290%166
12VDC/24VDC \,
NS e 100-240VAC/ 20 1800  60°90°1120° 3000-3500K/ P67 Ex dlICT6  267x240x516 40 3600 60°/90°/120°  3000-3500K/ 1P67 ExdIICT6  800x290%166
12VDc/24vDC 4000-4500K/ 100-240VAC/ 0.8 o001
¥ - 50 4000 60°/90°1120°  6000-6500K 1P67 ExdIICT6  1020x380x230
ENEP-30W-04 112(:;);721'3&’: 30 2700  60°90°/120° 6000-6500K IP67 Ex dIICT6  267x240x516 m 214;:)'33:3“’\2?
- 60 4800 60°/90°/120°  3000-3500K/ 1P67 ExdIICT6  1020x380x230
100-240VAC/ I 12VDC/24VDC 4000-4500K]
A ENER-40W-04 - ey 3600 60°/907120° 3000-3500k/ P67 e 267>240>516 100.240VAC/ 70 5600 60°/90°1120°  6000-6500K 1P67 ExdliCT6  1020x380x230
4000-4500K/ -
100-240VAC/ 24vVDC -
-50W- 50 4000  60°/90°/120° 6000-6500K P67 Ex dlICT6  267x240x516 80 6400 60°/90°1120°  3000-3500K/ 1P67 ExdIICT6  1020x380x230
BRIDGELUX SRRAEAN 24vDCHEVDC g 4000-4500K/ BRIDGELUX
AT 100-240VAC 90 7200 60°/90°1120°  6000-6500K 1P67 ExdIICT6  1020x380x230
ENEP-60W-04 60 4800  60°/90°120° 3000-3500K/ P67 Ex dIICT6  267%240%516
12VDC/24vDC A000%500K] 100-240VAC 100 8000 60°/90°1120°  3000-3500K/ 1P67 ExdliCT6  1020x380x230
100-240VAC/ AT o  6000-6500K 4000-4500K/
M W ENEP-70W-04 24VDC 70 5600  60°/90°/120 1P67 Ex dIICT6  267x240%516 100-240VAC 110 8800 60°/90°120°  6000-6500K 1P67 ExdIICT6  1020x380x230 M W
100-240VAC/ anor oo 100-240VAC 120 9600 60°/90°/120°  3000-3500K/ 1P67 ExdIICT6  1020x380x230
MEAN WELL ENEP-80W-04 24VDC 80 6400 60°/90°/120°  3000-3500K/ IP67 Ex dIICT6 267%240%x516 4000-4500K/ MEAN WELL
4000-4500K/ 100-240VAC 130 11700 60°/90°/120°  6000-6500K 1P67 ExdliCT6  1020x380x230
LED DRIVER SNXTAYE  100-240VAC 920 7200  60°/90°/120° 6000-6500K  |pg7 Ex dIICT6  267x240x516 LED DRIVER
100-240VAC 140 12600 60°/90°/120°  3000-3500K/ 1P67 ExdIICT6  1020x380x230
4000-4500K/
ENEP-100 4 100-240VAC 100 8000 60°/90°/120° IP67 Ex dIICT6 267%240%x516 100-240VAC 150 13500 60°/90°/120° 6000-6500K P67 Ex dIICT6 1020x380%230
3000-3500K/ 100-240VAC 160 14400 60°/90°/120°  3000-3500K/ 1P67 ExdIICT6  1020x380x230
Y EEOAPS  100-240VAC 110 8800  60°/90°/120° 4000-4500K/  IP67 Ex dlICT6  267x240x516 e CoYebor]
6000-6500K 100-240VAC 170 15300 60°/90°/120°  6000-6500K 1P67 Ex dlICT6  1020x380x230
SEEIGIE
ENEP-120 4 100-240VAC 120 9600 60°/90°/120 IP67 Ex dIICT6 267x240x516 AR 0 o200 CREERIREGP B ST 1020x380%230
3000-3500K/
100-240VAC 190 17100 60°/90°/120°  4000-4500K/ 1P67 ExdIICT6  1020x380x230
6000-6500K

100-240VAC 200 18000 60°/90°/120° IP67 Ex dIICT6 1020%380%230




Eneltec Group

Headquarters

Eneltec (Israel) Ltd.

Add: 2 Habonim St', P.O.Box 8765, Netanya 42504, Israel
Tel: 972-9-8855167

Fax: 972-9-8650271

Global Marketing Center

Eneltec (Shanghai) Co., Ltd.

Add: Rm 1629, No.289, Wujin Rd, Shanghai, China, 200080
Tel: 86-21-33811921, 33811922

Fax: 86-21-33811923

Website: www.eneltec-led.com

E-mail:

General Information: info@eneltec-led.com
Sales Department: sales@eneltec-led.com
Service Department: service@eneltec-led.com
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